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IOWA DEPARTMENT OF TRANSPORTATION 

 

To Office  Bridges and Structures Date     March 1, 2011 

 

Attention All Employees Ref No.  521.1 

 

From   Gary Novey 

 

Office   Bridges and Structures 

 

Subject   Revision of Standards 4600, 4610, 4620, 4630, 4636, 4700, 4719, 4730, 4748 (sheet 1 of 

2), 4750, 4765, 4770 (sheet 1 of 2), & 4790 (sheet 1 of 2). 

 (CADD M0202) 

 

Electronic copies are available in the following Office of Bridges and Structures standard 

directory W:\Highway\Bridge\Standards\Bridges and on the Internet:  

 

 http://www.iowadot.gov/bridge/standard.htm 
 

  The Beam Standards 4600, 4610, 4620, 4630, 4636, 4700, 4719, 4730, 4748 (sheet 1 of 

2), 4750, 4765, 4770 (sheet 1 of 2), & 4790 (sheet 1 of 2) have been revised to add the 

note to the BEAM NOTES stating that “All PPC Beams shall use High Performance 

Concrete (HPC) in accordance with the Standard Specifications”. 

 

This revision will be implemented for all bridge plans starting with the May 2011 letting. 

 

For any questions, please check with Stuart Nielsen or Thayne Sorenson. 
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